
Omeax SARL, 27 avenue Monnot Prolongée, F-71100 Chalon-sur-Saone, FRANCE.
contact@omeax.com http://www.omeax.com
Omeax is not responsible for any possible errors in catalogue, brochures and on website.  
This datasheet is subject to change without notice . All right reserved.

25/03/22
Page 1

DISC CHECK VALVE STAINLESS STEEL 304 BODY 
- C200

Specifications

DN mm DN15 - DN100

DN inch 1/2” - 4”

PS 40 bars

Temperature -20°C to 200°C

Type of body Wafer

Application General industry, Corrosive fluids, Steam

Flange PN 10/16/25/ASA150/ASA300

Options Other specifications on request

Advantages

�1. Operates in any position
�2. Compact desgin
�3. Little energy loss
�4. Closing system with back axial guiding and return spring
�5. Machined trim metal to metal seal
�6. Steam, heating, industrial process application
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Dimensions

DN 
mm

DN 
inch PFA øA øB øC øD L T

15 1/2” 40 38.8 28.5 15 34.8 16.1 7
20 3/4” 40 46 35.6 20 42.6 19.1 7
25 1” 40 54 43 25.3 50 22.1 7
32 1”1/4 40 68.5 52.6 31 62.3 27.1 7
40 1”1/2 40 78 63.4 39.2 74.9 30.5 7
50 2” 40 90 74.6 48.1 87 39.3 7
65 2”1/2 40 111 95.5 61.5 107 45.3 7
80 3” 40 128 108.5 75 126 47.8 9.3

100 4” 40 148.5 126.2 85 141 57.9 12

Designation Materials

1.Body Stainless Steel 304

2.Disc Stainless Steel 304

3.Spring retainer Stainless steel 304

4.Spring Stainless steel 304

Nomenclature

Headloss


