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NON SLAM CHECK VALVES STAINLESS STEEL 
304 - EPDM - C320

Specifications

DN mm DN50 - DN350

DN inch 2” - 14”

Temperature EPDM  -10°C to 70°C

Type of body Flange

Application Clear water

Flange PN16

Valve design 
standard

EN 12334, EN 1074-3, EN 558-1, ISO 5752 serie 14

Flange drilling EN 1092-2

Tightness test 
(according to EN 
12266-1)

Resistance and tightness of the body (1.5 x allowable 
operating pressure), Tightness of the seat, (1.1 x 
allowable operating pressure)

Options Other specifications on request

Advantages

�1. Reasonable and streamlined design
�2. The noise is minimum for direct flow or backflow
�3. Head loss is only 0.05Bar with 2m/s
�4. The velocity of backflow is only 0.2s
�5. Integral body and flow guide
�6. EPDM Rubber fully coated disc
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Dimensions

DN mm DN inch PFA L ØD ØK N-Ød

50 2” 16 150 165 125 4-Ø19
65 2”1/2 16 170 185 145 4-Ø19
80 3” 16 180 200 160 8-Ø19

100 4” 16 190 220 180 8-Ø19
125 5” 16 200 250 210 8-Ø19
150 6” 16 210 285 240 8-Ø23
200 8” 16 230 340 295 12-Ø23
250 10” 16 250 405 355 12-Ø28
300 12” 16 270 460 410 12-Ø28
350 14” 16 290 520 470 16-Ø28

Designation Materials

1.Body Stainless steel 304

2.Disc Stainless steel 304 + EPDM

3.Spring Stainless steel 304

4.Stem Stainless steel 304

5.Bushes Aluminium bronze

6.Flow guide Stainless steel 304

7.Screw A2

Nomenclature

Headloss


